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V0619 

Waste Basket  
(Part No: 5180.85x / 5180.86x ) 
 
 
· Permanent, carbon loaded, conductive Polypropylene 

· Material classification according to IEC 61340-5-3: 
- Surface conductive 
- Volume conductive 

· With ESD- and Recycling symbol  

· ESD classification symbol: 

· Colour: black 

· Recyclable 

 
 
 
 
 
 
 
 
Part Number: 5180.850 5180.854 5180.855 5180.860 
Open side: Ø 300 mm Ø 395 mm 330 x 330 mm 280 x 555 mm 
Height:  320 mm 420 mm 530 mm 590 mm 
Volume: 14 litres 35 litres 45 litres 60 litres 
Waste bags:  Part No: 3110.850 Part No: 3110.850.2 Part No: 3110.850.1 Part No: 3110.890 
 
Mechanical properties: 

Basic material Carbon loaded, black conductive Polypropylene 
Ageing behaviour no influence on conductivity, no migration of corrosive 

materials.  
 Typical values Test Method 
Thermal properties 
Deflection temperature  
(at 0.45 N/mm2 load) 
Max. service temperature 

 
90 °C 
 
80 °C 

 
ASTM D-648 
 
- 

 

Product qualification according to IEC 61340-5-3: 
 Test method Limits Typical values 
Surface resistance Rs IEC 61340-2-3 RS < 1 x 104 W < 104 W 
Volume resistance RV IEC 61340-2-3 RV < 1 x 104 W < 104 W 
Point-to-point resistance Rp-p  IEC 61340-2-3 Rp-p < 1 x 104 W  < 104 W 
Environmental conditions: 12 ± 3 % RH and 23 ± 2 °C (conditioning > 48 hours) 
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